
Design. Integrate. Visualise. PRODUCT DATASHEET

DBE-64
KNX DALI extension, 64 devices

Integrate up to 64 DALI control-gear
addresses and 16 groups with the
MSA-810 master. Address, group and
test DALI devices through the system’s
web commissioning interface.

DBE-64

Control and integration

64 addresses and 16 groups
Control compatible DALI drivers and ballasts
individually or as lighting groups.

32, 48 or 64 KNX channels
Map each configured KNX channel to one
DALI short address or one DALI group.

Browser commissioning
Search, add unassigned gear, re-address,
assign groups and test connected control gear.

Lighting status and faults
Read lamp status and ballast-failure information
for monitoring and maintenance.

One KNX address
The MSA-810 master handles KNX communication.
The extension shares its address and application.

ETS5 / ETS6 configuration
Generate the system application in ElauPro, then
configure channels and group addresses in ETS.

Modular actuator system

Requires an MSA-810 master actuator. Mount
on the same 35 mm DIN rail, to the right of
the master or another extension, and connect
using the supplied side connector.

Up to eight extension slots per master.
Capacity depends on the selected module mix.

Power and connections

Provide an external 24 VDC supply rated
for the maximum 300 mA input. The
built-in DALI supply powers the bus.
Connect the network for web commissioning.

Technical specifications

External input 24 VDC, max. 300 mA DALI supply Built in, 18 VDC

Bus limit 230 mA DALI capacity 64 addresses / 16 groups

KNX channels 32 / 48 / 64 selectable Housing 4 SU, IP20

Temperature 0 to +45 °C Mounting 35 mm DIN rail

Terminals Up to 2.5 mm² Torque 0.5 Nm

Application notes

For DALI control gear such as drivers and ballasts.
DALI sensors and push-buttons are not supported.

Luminaires and control gear need their own load supply.
Size the complete actuator configuration in ElauPro.

DBE-64 elausys.com/en/knx-actuators
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