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HyperVisu
KNX visualisation & integration server

HyperVisu connects building controls and network
devices in one local platform. Use the native app,
web interface or dedicated touchscreens to control
the installation, while automation and services
run on the server.

HVS-KNX

Control, visualisation and integration

App and custom views
Native iOS/Android app and web access. Rooms,
floor plans, dashboards and interactive views.

Universal KNX Bridge
Map supported commands and states between KNX
group addresses, network devices and services.

Personalised for each user
Themes, light/dark mode and personal photos.
Role-based access and PIN-protected alarm controls.

Automation on the server
Scenes, schedules and function-block logic across
protocols, with notifications and value triggers.

History and energy views
Local data history and Grafana dashboards for
energy, comfort and equipment monitoring.

Tools for the integrator
ETS import, manual setup or ElauPro configuration.
Remote ETS access and KNX bus monitoring.

Communication protocols

KNX via an external KNX/IP interface or router
Modbus TCP, MQTT and BACnet/IP
HTTP APIs, raw TCP/UDP and Sonos

Available functions depend on connected equipment
and project configuration.

Services hosted on HyperVisu

Home Assistant — device integrations
Node-RED — flow-based automation
Grafana — dashboards
InfluxDB — historical data storage
MQTT broker — local device messaging

Technical specifications

Mounting DIN rail, 4 modules wide Clients iOS, Android and web

Supply 12–30 VDC Wall panels HV-TOUCH-10 / HV-TOUCH-4

Network Ethernet RJ45 Storage 32 GB

KNX External KNX/IP interface or router Processor ARM Cortex-A72 quad-core 1.5 GHz

Capacity options

HOME 2 GB RAM

Everyday installations

PRO 4 GB RAM

More services and integrations

MAX 8 GB RAM

Larger projects and service loads

Internet is required for remote access and online services. Local controls and server logic run on site.

HVS-KNX elausys.com/en/hypervisu

https://elausys.com/en/hypervisu

